PAVER BRICK

VILLAGE OF WHEELING SITE INSPECTION LIST

THESE ITEMS REQUIRE VILLAGE INSPECTION AND APPROVAL. ALL INSPECTIONS ARE DONE ON A
REQUEST BASIS. IT IS THE CONTRACTOR'S RESPONSIBILITY TO CALL THE VILLAGE AS WELL AS
ALL APPROPRIATE PERMITTING AGENCIES AND MAKE AN APPOINTMENT FOR EACH INSPECTION
REQUIRED.

AN INSPECTION IS REQUIRED ON ALL SUBGRADES PRIOR TO THE INSTALLATION OF THE
GRANULAR STONE BASE AND FRAMING.

IT IS CONTRACTOR'S RESPONSIBILITY TO MAINTAIN PUBLIC RIGHT-OF-WAYS INCLUDING
ROADWAYS FREE AND CLEAR OF DIRT, DUST AND DEBRIS OF ANY TYPE DURING CONSTRUCTION.
IF DIRT OR DEBRIS IS PLACED OR FOUND UPON THE STREET BY EXCAVATION, CONSTRUCTION OF
ANY TYPE, ETC., THE CONTRACTOR MAY BE TICKETED.

ALL INSPECTIONS MUST BE SCHEDULED TWENTY-FOUR (24) HOURS IN ADVANCE. PLEASE CALL
(847) 459-2985 (7:00 AM TO 3:30 PM MONDAY THROUGH FRIDAY) TO SCHEDULE INSPECTIONS AND
RE-INSPECTIONS WITH ENGINEERING DEPARTMENT.

YOUR COOPERATION WILL HELP SPEED UP INSPECTION TIME AND ALSO YOUR CONSTRUCTION
TIME INVOLVED BECAUSE OF TIME DELAYS CAUSED BY IMPROPER SCHEDULING OF INSPECTIONS
AND RE-INSPECTIONS.
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SAND BEDDING - 1"

DRIVEWAY & 8" COMPACTED
CRUSHED STONE
PUBLIC R.O.W. - APRON (CA-6, GRADE 8)

PAVER BRICK - 2 -3/8"

SAND BEDDING - 1"

PATIO & WALK 6" COMPACTED

CRUSHED STONE
(CA-6, GRADE 8)
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